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HORNBAKER 230 KV LINE LOOP AND HORNBAKER SWITCHING STATION EXECUTIVE SUMMARY
PROJECT

EXECUTIVE SUMMARY

This report presents the findings of the pre-application analysis for Virginia Electric and Power
Company’s (Dominion Energy Virginia, Dominion, or the Company) proposed Hornbaker 230
kilovolt (kV) Line Loop and Hornbaker Switching Station Project (the Project) in Prince William
County, Virginia. The purpose and need for the Project is to provide 300 MW of electrical service
requested by the Northern Virginia Electrical Cooperative (NOVEC) for a data center customer in
Prince William County, maintain reliable service for the overall load growth in the Hornbaker Load
Area, and comply with mandatory North American Electric Reliability Corporation (NERC)
Reliability Standards. Specifically, the Devlin Switching Station (proposed as part of a separate
project) requires an additional 230 kV source to resolve a potential NERC reliability violation.

To meet the Project purpose and need, Dominion proposes to construct and operate the following:

e A new 230-34.5 kV Switching Station in Prince William County on property to be obtained
by the Company (Hornbaker Switching Station).

e One of two transmission solutions involving new, double circuit 230 kV transmission lines in
new rights-of way. Dominion would construct EITHER:

0 A series of overhead routes, including a segment from a cut in on Dominion’s existing
Lines #172/#2187 north of the existing Wellington Substation to the proposed Pegasus
Switching Station; a segment from the Pegasus Switching Station to the proposed
Hornbaker Switching Station; and a segment from the Pegasus Switching Station to the
proposed Devlin Switching Station; OR

o0 A hybrid route that includes an overhead right-of-way from a cut in on Dominion’s
existing Line #2196, adjacent to the existing Hourglass Switching Station, to a
transition station east of Prince William Parkway (where the route transitions to an
underground route) then underground to the proposed Hornbaker Switching Station.
This option would also include an overhead right-of-way from the proposed Hornbaker
Switching Station to the Pegasus and Devlin Switching Stations (proposed as part of
other projects).

ERM identified five route alternatives that can be combined into two electrical solutions each with
two options, consisting of a grouping of three route alternatives, to serve the Project need. These
groupings are as follows:

e Solution 1A is comprised of Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and
Devlin—Pegasus Route 1.

= Solution 1B is comprised of Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and
Devlin—Pegasus Route 2.

e Solution 2A is comprised of Hourglass—Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route
1, and Devlin—Pegasus Route 1

e Solution 2B is comprised of Hourglass—Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route
1, and Devlin—Pegasus Route 2.
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HORNBAKER 230 KV LINE LOOP AND HORNBAKER SWITCHING STATION
PROJECT

EXECUTIVE SUMMARY

The routes and solutions are discussed in the Environmental Routing Study to be attached to the
Company’s application to the Virginia State Corporation Commission (SCC) for the Project.

This pre-application analysis assesses and compares potential impacts on previously recorded
historic and archaeological resources in relation to each route and solution. Impacts from the
proposed Hornbaker Switching Station were also considered. Environmental Resources
Management, Inc. (ERM) conducted the analysis on behalf of Dominion Energy Virginia to assist in
the development of a feasible Project design that minimizes impacts to historic resources. The
pre-application analysis is a required study for transmission line projects regulated by the SCC.
The study was completed in accordance with the Virginia Department of Historic Resources’
(VDHR’s) Guidelines for Assessing Impacts of Proposed Electric Transmission Lines and Associated
Facilities on Historic Resources in the Commonwealth of Virginia (VDHR 2008) (Guidelines).

ERM identified five previously recorded archaeological sites within the rights-of-way of the various
routes/solutions for the Project (Table 1). Of these five sites, none have been evaluated to
determine their eligibility for listing in the National Register of Historic Places (NRHP). One site
each is within the right-of-way for Pegasus-Hornbaker Route 1 and the Hourglass-Hornbaker
Route 1 (Hybrid). Three sites are within the right-of-way for Devlin-Pegasus Route 2. No
previously recorded archaeological sites were identified with the right-of-way for Wellington-
Pegasus Route 1 and Devlin-Pegasus Route 1.

TABLE 1 EXECUTIVE SUMMARY OF NATIONAL REGISTER STATUS OF CONSIDERED
ARCHAEOLOGICAL RESOURCES IN THE STUDY AREA OF THE ROUTE ALTERNATIVES

Considered Route Alternatives

Resource
Wellington- Hourglass- Devlin- Devlin- Pegasus-
Pegasus Hornbaker Pegasus Pegasus Hornbaker
Route 1 Route 1 Route 1 Route 2 Route 1
(Hybrid)
44PW1208 - Unevaluated - - -
44PW1221 - - - - Unevaluated
44PW1454 - - - Unevaluated
44PW1455 - - - Unevaluated
44PW1456 - - - Unevaluated

Five previously recorded aboveground historic resources meeting criteria specified in the

Guidelines fall within study tiers defined by the VDHR for identifying such sites along and near
transmission line routes. The likely impacts on individual historic resources associated with each
route are presented in Table 2.

Wellington-Pegasus Route 1 and Devlin-Pegasus Routes 1 and 2 pass near the fewest number of
considered resources (one), while the Hourglass-Hornbaker Route 1 (Hybrid) passes near the
greatest number (five). Pegasus-Hornbaker Route 1 passes near two considered resources.
Installation of transmission infrastructure along Wellington-Pegasus Route 1 and Devlin-Pegasus
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HORNBAKER 230 KV LINE LOOP AND HORNBAKER SWITCHING STATION EXECUTIVE SUMMARY
PROJECT

Routes 1 and 2 would have a moderate impact on the same resource. While the Hourglass-
Hornbaker Route 1 (Hybrid) has the greatest number of considered resources in its vicinity, the
Project would have no impact on those resources. Pegasus-Hornbaker Route 1 would have a
moderate impact on one resource and no impact on another.

TABLE 2 EXECUTIVE SUMMARY OF PROJECT IMPACTS TO CONSIDERED ABOVEGROUND
HISTORIC RESOURCES IN THE STUDY AREA OF THE ROUTE ALTERNATIVES

Route Alternatives

Considered Wellington- Hourglass- Devlin- Devlin- Pegasus-
Resource Pegasus Hornbaker Pegasus Pegasus Hornbaker
Route 1 Route 1 Component, Component, Route 1
(Hybrid) Route 1 Route 2
076-0285 None No Impact None None None
076-5036 None No Impact None None No Impact
076-5190 Moderate No Impact Moderate Moderate Moderate
076-5335 None No Impact None None None
155-5020 None No Impact None None None
VCRIS 2024
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HORNBAKER 230 KV LINE LOOP AND HORNBAKER SWITCHING STATION INTRODUCTION
PROJECT

1. INTRODUCTION

This report presents the findings of a pre-application analysis conducted for Virginia Electric and
Power Company’s (Dominion Energy Virginia, Dominion, or the Company) for Dominion’s proposed
Hornbaker 230 kilovolt (kV) Line Loop and Hornbaker Switching Station Project (the Project). For
this Project, the Company is proposing to construct and operate:

e A new 230-34.5 kV switching station in Prince William County on property to be obtained
by the Company (Hornbaker Switching Station).

e One of two transmission solutions involving new, double circuit 230 kV transmission lines in
new rights-of way. Dominion would construct EITHER:

0 A series of overhead routes, including a segment from a cut in on Dominion’s existing
Lines #172/#2187 north of the existing Wellington Substation to the proposed Pegasus
Switching Station; a segment from the Pegasus Switching Station to the proposed
Hornbaker Switching Station; and a segment from the Pegasus Switching Station to the
proposed Devlin Switching Station; OR

o0 A hybrid route that includes an overhead right-of-way from a cut in on Dominion’s
existing Line #2196, adjacent to the existing Hourglass Switching Station, to a
transition station east of Prince William Parkway (where the route transitions to an
underground configuration) then underground to the proposed Hornbaker Switching
Station. This option would also include an overhead right-of-way from the proposed
Hornbaker Switching Station to the Pegasus and Devlin Switching Stations (proposed as
part of other projects).

ERM identified five route alternatives that can be combined into two electrical solutions, each with
two options, consisting of a grouping of three route alternatives, to serve the Project need. A
breakdown of the routes that make up the two electrical solutions are included below in Table 3.

TABLE 3 ROUTE ALTERNATIVES AND SOLUTIONS

Electrical Route Alternative Summary

Solution

Solution 1 Wellington—Pegasus Route 1 Overhead double circuit route from a cut-in on existing
(Overhead) Lines #172/#2187, north of the existing Wellington

Substation, to the proposed Pegasus Switching Station.
a

Pegasus—Hornbaker Route 1 Overhead double circuit route between the proposed
Hornbaker Switching Station and the proposed Pegasus
Switching Station. 2

Devlin—Pegasus Route 1 Overhead double circuit route between the proposed
OR Pegasus Switching Station and the proposed Devlin
Devlin—Pegasus Route 2 Switching Station. 2

Solution 2 Hourglass—Hornbaker Route 1 | Hybrid underground and overhead double circuit route

(Hybrid) (Hybrid) between a cut in on Dominion’s existing Line #2196,
adjacent to the existing Hourglass Substation, and the
proposed Hornbaker Switching Station.
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HORNBAKER 230 KV LINE LOOP AND HORNBAKER SWITCHING STATION INTRODUCTION
PROJECT

Pegasus—Hornbaker Route 1 Overhead double circuit route between the proposed
Hornbaker Switching Station and the proposed Pegasus
Switching Station. 2

Devlin—Pegasus Route 1 Overhead double circuit route between the proposed
OR Pegasus Switching Station and the proposed Devlin
Devlin—Pegasus Route 2 Switching Station. 2

2 The Devlin and Pegasus Switching Stations have been proposed as part of other projects.

The five route alternatives that have been grouped into four possible solutions to serve the Project
need, are as follows:

e Solution 1A is comprised of Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and
Devlin—Pegasus Route 1.

e Solution 1B is comprised of Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and
Devlin—Pegasus Route 2.

e Solution 2A is comprised of Hourglass—Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route
1, and Devlin—Pegasus Route 1

e Solution 2B is comprised of Hourglass—Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route
1, and Devlin—Pegasus Route 2.

The pre-application analysis assesses potential impacts on previously recorded historic and
archaeological resources relative to each route alternative. Environmental Resources
Management, Inc. (ERM) conducted the pre-application analysis on behalf of Dominion Energy
Virginia to assist in the development of a feasible Project design that minimizes impacts on
historic resources. The study was completed in accordance with the Virginia Department of
Historic Resources’ (VDHR’s) Guidelines for Assessing Impacts of Proposed Electric Transmission
Lines and Associated Facilities on Historic Resources in the Commonwealth of Virginia (VDHR
2008) (Guidelines).

1.1 OVERVIEW

In identifying potential routes for the proposed transmission lines, ERM considered the facilities
required to construct and operate the new feeds, the length and width of new right-of-way that
would be needed, the locations of existing and proposed substations and switching stations, the
extent of existing development in the area, the potential for impacts on environmental and human
resources, and cost. A map depicting the Project is provided as Figure 1. Descriptions of the
routes comprising the various solutions are provided below.

1.1.1 WELLINGTON-PEGASUS ROUTE 1

The Wellington—Pegasus Route 1 is an overhead route that taps Dominion existing Line #2187
approximately 0.2 mile north of the existing Wellington Substation. From the tap, the route
extends southwest for approximately 0.2 mile, crossing an industrial yard, Thong Pan Road, and
Wellington Road, as well as a forested parcel bounded by these roads. The route then turns west,
paralleling the south side of Wellington Road for approximately 0.2 mile (including a crossing of
Prince William Parkway). The route turns south paralleling the west side of Hornbaker Road for
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approximately 0.1 mile before crossing the road and terminating at the proposed Pegasus
Switching Station.

Wellington-Pegasus Route 1 is approximately 0.6 mile long and requires approximately 7.2 acres
of right-of-way.

1.1.2 PEGASUS-HORNBAKER ROUTE 1

Pegasus—Hornbaker Route 1 is an overhead route that begins at the proposed Pegasus Switching
Station, extending southeast for approximately 0.1 mile and then turning southwest for
approximately 0.7 mile. This segment crosses through forested land adjacent to industrial and
commercial development and crosses University Boulevard. East of Industrial Court, the route
turns generally southeast and collocates with the east side of the road for about 0.2 mile, crossing
an industrial storage yard/parking lot. The route then turns south for about 0.1 mile, crossing
Industrial Court and Industrial Road and another industrial storage yard, before turning southeast
and paralleling the west side of Hawkins Drive for about 0.2 mile. At this point, the route turns
east, crosses the most southern part of Hawkins Drive and an industrial storage yard for 0.1 mile.
The route then turns north and then back east for 0.2 mile, following parcel lines. The Route then
turns to the south-southeast for about 0.3 mile (collocated with the west side of Hornbaker Road)
before terminating at the proposed Hornbaker Switching Station.

Pegasus-Hornbaker Route 1 is approximately 1.9 miles long and requires approximately 28.2
acres, including approximately 22.5 acres for transmission right-of-way and 5.7 acres for the
proposed Hornbaker Switching Station.

1.1.3 HOURGLASS-HORNBAKER ROUTE 1 (HYBRID)

The Hourglass—Hornbaker Route 1 (Hybrid) is a combination of approximately 0.5 mile of
overhead transmission with approximately 0.8 mile of underground transmission and includes an
approximately 6.2-acre transition station. Hourglass—Hornbaker Route 1 (Hybrid) begins as an
overhead line that taps the Company’s existing Line #2196 just outside the Hourglass Switching
Station. The route then extends approximately 0.4-mile northwest adjacent to an existing data
center development. The route turns southwest for approximately 0.2 mile and enters the
proposed transition station (currently an existing parking lot and adjacent forested area), where it
transitions from overhead to an underground route. The route then continues out of the station to
the southwest, including a trenchless crossing of Prince William Parkway. On the west side of the
Parkway, the route turns west for approximately 0.2 mile through county-owned property, parallel
to and south of Challenger Court and across Discovery Boulevard. West of Discovery Boulevard,
the route turns west for approximately 0.4 mile through forested lands and an industrial parcel
and crosses Hornbaker Road before terminating at the proposed Hornbaker Switching Station.

The Hourglass-Hornbaker Route is approximately 1.3 miles long and encompasses approximately
19.7 acres, including 13.5 acres of transmission right-of-way and 6.2 acres for the proposed
transition station.
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1.1.4 DEVLIN-PEGASUS ROUTE 1

Starting at the proposed Devlin Switching Station, Devlin—Pegasus Route 1 is an overhead route
that heads generally southeast for approximately 0.3 mile, crossing Hansen Farm Road and Balls
Ford Road. The route turns east/southeast for 0.5 mile, following vegetated/forested parcel
boundaries before angling slightly to the east to pass south of a data center building currently
under construction. The route then turns northeast for 0.1 mile to cross Buckey Timber Drive and
then heads southeast for 0.4 mile, passing between industrial buildings and crossing Virginia
Meadows Drive and Dawkins Branch. The route then turns south, paralleling the east side of
Dawkins Branch for approximately 0.2 mile before turning southeast for approximately 0.8 mile.
This segment crosses Lexington Valley Drive and Sudley Manor Drive, passing between residential
areas east of Lexington Valley Drive. After crossing an existing natural gas pipeline near MP 2.1,
the route turns northeast for approximately 0.1 mile and then southeast for approximately 0.2
mile before terminating at the proposed Pegasus Switching Station.

Devlin-Pegasus Route 1 is approximately 2.4 miles long and requires approximately 28.6 acres of
right-of-way.

1.1.5 DEVLIN-PEGASUS ROUTE 2

Devlin—Pegasus Route 2 is an overhead route that begins at the proposed Devlin Switching Station
and follows the same alignment as Devlin—Pegasus Route 1 for the first 1.2 miles, diverging just
east of Dawkins Branch. At this point, Devlin—Pegasus Route 2 turns north-northeast, passing
through forested land and paralleling the west side of Dawkins Branch for approximately 0.2 mile
before turning east for approximately 0.2 mile, collocating with the south side of Wellington Road.
The route then crosses Lexington Valley Drive and continues southeast, paralleling the north side
of Wellington Road for approximately 0.5 mile. Just before Sudley Manor Drive, the route turns
southwest and crosses back over Wellington Road, paralleling the north side of Sudley Manor
Drive for approximately 0.2 mile. At this point the route turns southeast and follows the same
alignment as Devlin—Pegasus Route 1 for the remaining 0.6 mile to the proposed Pegasus
Switching Station.

Devlin-Pegasus Route 2 is approximately 2.8 miles long and requires approximately 33.4 acres of
right-of-way.

1.2 MANAGEMENT RECOMMENDATIONS

ERM identified five previously recorded archaeological sites within the rights-of-way of the various
routes/solutions for the Project. None of the five sites have been evaluated to determine their
eligibility for listing in the National Register of Historic Places (NRHP). One site is within the right-
of-way for Pegasus-Hornbaker Route 1, one site is within the right-of-way for the Hourglass-
Hornbaker Route 1 (Hybrid), and the remaining three are within the right-of-way for Devlin-
Pegasus Route 2. No previously recorded archaeological sites are within the rights-of-way for
either Wellington-Pegasus Route 1 or Devlin-Pegasus Route 1. The sites could be impacted by
equipment traffic, clearing, or structure installation during construction. While this report provides
information on site integrity based on previous investigations and review of aerial photography, a
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confident evaluation of the nature of each site’s archaeological deposits would require a field
survey.

ERM identified five previously recorded aboveground historic resources meeting criteria specified
in the Guidelines within study tiers defined by the VDHR for identifying such sites along and near
transmission line routes. Of the five resources, the Hourglass-Hornbaker Route 1 (Hybrid) passes
near five; Pegasus-Hornbaker Route 1 passes near two; and Wellington-Pegasus Route 1 and
Devlin-Pegasus Routes 1 and 2 each pass near one.

As discussed in more detail below, ERM recommends that installation of transmission
infrastructure along Devlin-Pegasus Routes 1 and 2 and Wellington-Pegasus Route 1 would have a
moderate impact on the same resource; that infrastructure installed along the Hourglass-
Hornbaker Route 1 (Hybrid) would have no impact on five resources; and that Pegasus-Hornbaker
Route 1 would have no impact on one resource and a moderate impact on the same resource
affected by Devlin-Pegasus Routes 1 and 2 and Wellington-Pegasus Route 1.

More information about each resource and the nature of potential impacts associated with the
various routes and solutions are provided in the sections that follow.
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2. RECORDS REVIEW

2.1 DATA COLLECTION APPROACH

ERM conducted an analysis of potential cultural resource impacts for the route alternatives under
consideration in accordance with the VDHR Guidelines. For each route, this analysis identified and
considered the following previously recorded resources:

< National Historic Landmarks (NHLs) within a 1.5 mile-radius of each route centerline;

< NRHP-listed properties, NHLs, battlefields, and historic landscapes within a 1.0-mile radius of
each route centerline;

< NRHP-eligible and NRHP-listed properties, NHLs, battlefields, and historic landscapes within a
0.5-mile radius of each route centerline; and

< All the above qualifying resources as well as archaeological sites within the right-of-way for
each route.

Information on the considered resources in each study tier was collected from the Virginia Cultural
Resource Information System (VCRIS).

In addition to the VCRIS, ERM collected information from the following sources to check for locally
significant resources within a 1.0-mile radius of each route centerline: Prince William Historic
Preservation Foundation (2023), Prince William County Historical Commission (2024), Prince
William'’s Historic Landmarks (2025a), and African-American History Trail (2025b).

Along with the records review, ERM conducted field assessments of the considered aboveground
resources along each route alternative in accordance with the Guidelines. Digital photographs of
each historic resource and views to the proposed transmission lines were taken. Photo simulations
were then prepared to assess the potential for visual impacts from the new transmission
infrastructure on the resources. For previously recorded archaeological sites under consideration,
aerial photographs were examined to assess the current land use conditions and the spatial
relationship between the sites and any existing or planned transmission lines.

2.2 ARCHAEOLOGICAL RESOURCES

Crossings of archaeological sites are considered a constraint when routing electric transmission
lines due to the potential for a line to impact cultural deposits in these areas (for example, due to
transmission structure placement, tree clearing, or heavy equipment traffic within a site).
Information on the known archaeological sites in the right-of-way for each route is summarized in
Table 3, and site locations are depicted on Figure 2. Individual route maps are provided in
Attachment 1. As noted above, none of the five previously recorded sites within the rights-of-way
for the routes have been evaluated to determine their NRHP eligibility.

Once a route is certified by the SCC, that route would be subject to an identification-phase survey
in which additional (as of yet, unrecorded) sites could be identified and Project impacts assessed.
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TABLE 3 ARCHAEOLOGICAL RESOURCES IN THE RIGHT-OF-WAY FOR EACH ROUTE

Greenfield
or Existing/
Expanded Site
Route Alternative ROW Number Description NRHP Status
Pegasus-Hornbaker Greenfield 44PW1221 | Prehistoric/Unknown Unevaluated
Route 1 (15000 B.C. - 1606 A.D.),
Lithic workshop
Hourglass-Hornbaker Greenfield 44PW1208 | Prehistoric/Unknown Unevaluated
Route 1 (Hybrid) (15000 B.C. - 1606 A.D.),
Lithic workshop
Devlin-Pegasus Greenfield 44PW1454 | Prehistoric/Unknown Unevaluated
Route 2 (15000 B.C. - 1606 A.D.),
Lithic scatter,
19th Century: 2nd half (1850 -
1899), 20th Century (1900 -
1999), Trash scatter
Greenfield 44PW1455 | 20th Century (1900 - 1999); Unevaluated
Trash scatter
Greenfield 44PW1456 | 19th Century (1800 - 1899), Unevaluated

20th Century (1900 - 1999),
Trash scatter

ROW = right-of-way

2.3 HISTORIC RESOURCES

The following discussion summarizes the known historic resources in the vicinity of each route
based on the VDHR'’s tiered study model defined in the Guidelines. The locations of the considered
historic resources and the various routes are shown on Figure 3. Individual route maps are
provided in Attachment 1.

Resources located within what the right-of-way of a route may be subject to both direct impacts
from placement of the line across the property as well as visual impacts from changes to the
viewshed introduced by the new transmission line structures and conductors. Resources in the
0.5-mile tier would not be directly impacted, but would likely be visually impacted, unless
topography, vegetation, or the built environment obscures the view to the transmission line. At
distances over 0.5 mile and over 1.0 mile, it becomes progressively less likely that a resource
would be within line-of-sight of the proposed transmission line.
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The nature of the impacts on aboveground resources, while estimated in this study with the
assistance of photo simulations, would depend on the final Project design in which the exact
placement and height of transmission structures are determined. The purpose of the simulations
and associated assessments in this report are to provide data on likely impacts and to compare
those impacts to support the selection of a preferred solution.

Once a route is certified by the SCC, that route would be subject to a full historic architectural
survey in which additional (as of yet, unrecorded) historic properties could be identified and
Project impacts assessed. The survey area would be defined based on the design height of the
transmission line structures, topography, tree cover, and other factors impacting line-of-sight from
historic resources to the selected route.

2.3.1 WELLINGTON-PEGASUS ROUTE 1

The considered resource within the VDHR tiers for Wellington-Pegasus Route 1 is presented in

Table 4 and its location depicted in Attachment 1, Sheet 1. This resource was subjected to field
reconnaissance and a preliminary assessment of impacts for the Project, discussed in the next
chapter.

TABLE 4 HISTORIC RESOURCES IN THE VDHR TIERS FOR WELLINGTON-PEGASUS ROUTE 1

Buffer Resource Category Resource Description
(Miles) Number
0.0 National Register — Potentially Eligible 076-5190 Second Battle of Manassas

(within ROW) (Battlefields/Historic Landscape)
ROW = right-of-way

2.3.2 PEGASUS-HORNBAKER ROUTE 1

The considered resources that lie within the VDHR tiers for Pegasus-Hornbaker Route 1 are
presented in Table 8 and their locations depicted in Attachment 1, Sheet 2. There are two historic
resources identified within the VDHR tiers for this route. They were subjected to field
reconnaissance and a preliminary assessment of Project impacts, discussed in the next chapter.

TABLE 8 HISTORIC RESOURCES IN THE VDHR TIERS FOR PEGASUS-HORNBAKER ROUTE 1

Resource
Buffer (Miles) Resource Category Number Description
0.5t0 1.0 National Register — Potentially Eligible 076-50362 Manassas Station
(Battlefields/Historic Landscape) Operations Battlefield
0.0to 0.5 National Register — Potentially Eligible 076-51902 Second Battle of Manassas

(Battlefields/Historic Landscape)

2 Resource is within the designated tiers for the proposed Hornbaker Switching Station

2.3.3 HOURGLASS-HORNBAKER ROUTE 1 (HYBRID)

The considered resources that lie within the VDHR tiers for the Hourglass-Hornbaker Route 1
(Hybrid) are presented in Table 5 and their locations depicted in Attachment 1, Sheet 3. There are
five historic resources identified within the VDHR tiers for this route. The considered resources
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were subjected to field reconnaissance and a preliminary assessment of Project impacts,
discussed in the next chapter.

TABLE 5 HISTORIC RESOURCES IN THE VDHR TIERS FOR THE HOURGLASS-HORNBAKER
ROUTE 1 (HYBRID)

Resource
Buffer (Miles) Resource Category Number Description
0.5t0 1.0 National Register — Potentially Eligible 076-51902 Second Battle of Manassas
(Battlefields/Historic Landscape)
076-5335 First Battle of Manassas
National Register Properties (Listed) 155-5020 Cannon Branch Fort
0.0 to 0.5 National Register — Eligible 076-02852 Thomasson Barn
National Register — Potentially Eligible 076-5036 Manassas Station Operations
(Battlefields/Historic Landscape) Battlefield

2 Resource is within the designated tiers for the proposed Hornbaker Switching Station

2.3.4 DEVLIN-PEGASUS ROUTE 1

The considered resource within the VDHR tiers for Devlin-Pegasus Route 1 is presented in Table 6
and its location depicted in Attachment 1, Sheet 4. The resource was subjected to field
reconnaissance and a preliminary assessment of Project impacts, discussed in the next chapter.

TABLE 6 HISTORIC RESOURCES IN THE VDHR TIERS FOR DEVLIN-PEGASUS ROUTE 1

Resource
Buffer (Miles) Resource Category Number Description
0.0 National Register — Potentially Eligible 076-5190 Second Battle of Manassas

(within ROW) (Battlefields/Historic Landscape)
ROW = right-of-way

2.3.5 DEVLIN-PEGASUS ROUTE 2

The considered resource within the VDHR tiers for Devlin-Pegasus Route 2 is presented in Table 7
and its location depicted in Attachment 1, Sheet 4. It was subjected to field reconnaissance and a
preliminary assessment of impacts, discussed in the next chapter.

TABLE 7 HISTORIC RESOURCES IN THE VDHR TIERS FOR DEVLIN-PEGASUS ROUTE 2

Resource
Buffer (Miles) Resource Category Number Description
0.0 National Register — Potentially Eligible 076-5190 Second Battle of Manassas

(within ROW) (Battlefields/Historic Landscape)
ROW = right-of-way

2.4 PREVIOUS SURVEYS

Large portions of the various routes have previously been surveyed for cultural resources,
providing information about known resources in the area, although some of the surveys focused
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RECORDS REVIEW

exclusively on archaeological sites. Ten previous cultural resource surveys intersect at least one of
the routes under consideration. Information on these previous surveys—including VDHR survey
number, report title, report authors, and report date—is provided in Table 9. The extent of the
previous survey coverage is depicted on maps provided in Attachment 2.

TABLE 9
ALTERNATIVES

VDHR Survey #

PW-041
PW-067

PW-158

PW-228

PW-303
PW-380
PW-442
PW-560

PW-561

PW-613

1/

S EERM

2

Title

Phase | Cultural Resources Survey of the
Proposed Manassas Bypass, Route 234,
Prince William County, Virginia

Supplemental Phase | Archaeological Survey
of Design Changes in Ramps and Cloverleaf
in Four Locations Along Rt. 234 in Manassas

Prince William Innovation: Phase |
Archaeological Survey and Architectural
History Reconnaissance Survey of the
Proposed PWC Innovation Business Park,
Prince William County, Virginia

Phase | Archaeological Survey for the
Proposed Sudley Manor Drive Public-Private
Transportation Act (PPTA) Project, Prince
William County, Virginia

Phase | Archeological Investigations of the
Circa 9 Acre Ziegler Property, Prince William
County, Virginia

Cultural Resources Survey for the Proposed
University Boulevard Extension Project,
Prince William County, Virginia

Archaeological Survey of the 22.9 Acre
Buckeye Timber, LLC Property, Prince William
County, Virginia

Independence Parcels A and B, Prince
William County, Virginia, Phase | Cultural
Resources Investigation

Phase | Cultural Resources Survey of the
+42.8-Hectare (106-Acre) Wellington Road
(Innovation Town Center) Property, Prince
William County, Virginia

11951 Sudley Manor Drive, Prince William
County, Virginia: Phase | Cultural Resources
Investigation
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3. STAGE 1 PRE-APPLICATION ANALYSIS FINDINGS

3.1 METHODS FOR ANALYSIS

Fieldwork for the pre-application analysis was conducted by Haley Hoffman and Emma Jennings
under the supervision of Secretary of the Interior Qualified architectural historian Megan Wiginton
between September 24 and 25, 2024. The fieldwork involved photographing five resources
requiring visual assessment according to the Guidelines and examining potential line-of-sight
views from each resource toward the applicable routes. For resources where property owner
approval was granted for historic resource documentation, photographs were taken toward the
proposed transmission line(s) from the property at the most prominent view of the landscape.
When such permission was not available, photographs were taken from the public right-of-way
(typically a road) nearest to the resource facing toward the applicable route(s).

Panoramic photographs were taken from each resource, with an effort to capture the direction
with the clearest, most unobstructed view toward the applicable route or routes. The precise
location of the photograph was captured with a mobile tablet device connected to a sub-meter
accurate Global Navigation Satellite System (GNSS) receiver, the Trimble R1. The locations where
photographs were taken were noted as Key Observation Points (KOPs). Site visits to the KOPs
were prioritized based on their location relative to the resource, so that viewpoints east of the
resource were visited in the morning and viewpoints west of the resource were visited in the
afternoon. This helped ensure, where possible, that the sun was behind the photographer at the
time the viewpoint photography was captured. Additionally, minor adjustments to position were
made to obtain as clear a view to the site center as possible, avoiding trees, landscaping, or built
obstructions. Tablets recorded the center bearing, angle of view, altitude, and camera lens height.
Upon receipt of the viewpoint location information, the viewpoints were plotted onto open source
mapping from the Environmental Systems Research Institute (ESRI) using the Universal
Transverse Mercator (UTM) 18N coordinate system.

The process of taking panoramas included setting up the tripod and camera. The camera was
placed on the panoramic head in a landscape orientation where its lens height was confirmed and
set at 1.5 meters (note: a portrait camera orientation was sometimes used in situations where the
viewpoint is very close to a development so that the top of the development is not cut off by the
image boundaries). The tripod head and camera combination were then leveled. With the
camera’s viewfinder centered on the perceived site center, exposure and focus settings were
taken. These were then fixed manually on the camera so that they could not be inadvertently
altered. The head was rotated 90 degrees to the left where the first frame of the 360-degree
sequence was then taken. Each subsequent frame was taken using a 50 percent overlap of the
previous frame until the full 360-degree sequence was captured. The camera was then removed
from the tripod and a viewpoint location photograph was captured showing the tripod in its
position.
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The following camera and tripod configuration was used:

Camera body: Nikon D800 professional specification digital SLR (full frame CMOS sensor)
Camera lens: Nikkor AF 50mm f1.8 prime

Tripod: Manfrotto 055MF4 with Manfrotto 438 ball leveler

Panoramic head: Manfrotto 303SPH

The following camera settings were used for all photography:

Camera mode: Manual Priority
1SO: 100

Aperture: f13

Image format: RAW

After the photos were complete, they were uploaded to a server to begin the simulation/
visualization process. The single-frame photographs were opened in Adobe Photoshop CC 2022
where they were checked, and any camera sensor dust spots were removed before being saved as
high-resolution JPEG images. If required, discrete color and tonal adjustments were made to each
frame before they were saved. The single-frame photographs were stitched together in PTGui Pro
version 12.11 professional photographic stitching software using cylindrical projection settings.
The camera locations were plotted in Global Mapper version 23.1. Digital models of the
transmission line structures were provided by Dominion, then cleaned up and textured in
Autodesk 3DS Max 2021. The transmission structures along each route were rendered in Vray
version 5.2 from each KOP camera location. 3D imagery was produced at the field of view using
camera matching. Renderings for each route and each tower combination were then exported for
use as an overlay.

Detailed, correctly dimensioned 3D computer models of the transmission structures along each
route were generated using Autodesk 3DS Max 2021 and iToo RailClone. The virtual 3D model of
the structures was created using real-world measurements and elevation drawings provided by
the Company (see Attachment 3). These were textured using Vray PBR materials to simulate the
weathering steel texture. The detailed, textured models were rendered to a digital image using a
simulated physical camera and a sun and sky simulation lighting model in the computer software
consistent with conditions within the original viewpoint photography.

Photomontages were produced by overlaying the rendered image on the photograph, using known
control points and the wireline imagery showing the tower columns at the correct height and
distance. Final adjustments were then made to the brightness and contrast of the rendered
images to match them to the photograph. Final photomontages were prepared from each
viewpoint for each route. These were then opened in Adobe Photoshop CC 2022 where minor
changes were made such as placing relevant tree/building/hedge screening or telegraph wires
over the proposed development renders where necessary. Finally, the final images were cropped
to the proportions required for the visual simulation figures, and the visualization figures were
prepared in Adobe InDesign CC2022 and exported in a PDF format.
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3.2 ASSESSMENT OF POENTIAL IMPACTS

The assessment of potential Project impacts on individual resources made use of the visual
assessment findings and categorized the level of impacts by severity according to the following
scale devised by VDHR:

None—Project is not visible from the resource.

Minimal—Viewsheds have existing transmission lines, there would be only a minor change in
height, and/or other views are partially obscured by topography or vegetation.

Moderate—Viewsheds have more expansive views of the transmission line, more dramatic
changes in height are proposed, and/or the overall visibility of the Project would be greater.

Severe—Existing viewshed contains no transmission line, the view to the Project would be
relatively unobstructed, the new transmission line would introduce a significant change to the
setting of historic properties, and/or a dramatic change in the height of an existing
transmission line would take place in close proximity to historic properties.

3.3 HISTORIC RESOURCE DESCRIPTIONS

3.3.1 076-0285, THOMASSON BARN

076-0285, Thomasson Barn, is located at 9935 Discovery Boulevard on the outskirts of the city of
Manassas in an area characterized by industrial and commercial development. The resource is
situated on the northwest corner at the intersection of Prince William Parkway (Route 234) and
Nokesville Road (Route 28) (Attachment 4, Figure 1).

Thomasson Barn consists of circa 1929 dairy barn situated on a 6-acre plot of land (Flower 2016).
Historically the barn was part of a larger dairy operation that contained additional associated
buildings in its immediate vicinity. According to historic aerial imagery, the dairy barn was the sole
remaining building on the property from 2002 until development began between 2016 and 2017.
Thomasson Barn now serves as an anchoring business within an entertainment venue.

First surveyed in June of 1987 by Bill Polhill for Frazier Associates, the resource was recommended
eligible for the NRHP under Criterion C for its architectural significance. The resource was
surveyed again in March of 1992 by Mary Ellen Bushey. The resource was determined not eligible
for the NRHP by VDHR in January of 1998, pursuant to a survey by David H. Dutton, and the
same finding was made again in July of 2004 by Marc Holma. In June of 2016, Brigette Flower
from VDHR completed an additional survey, recommending the barn as eligible for the NRHP
under Criterion C. In July of that same year, the VDHR Evaluation Committee determined it to be
eligible under Criterion C, noting it as a “fine example of the standardized designs of the era.” It
stands as an example of the hollow tile barn type popular from the 1920s to 1940s, and a lasting
example of the county’s agricultural history.

The Thomasson Barn was determined eligible in September of 2016 by the State Review Board
under Criterion C, with specific note made of the resource’s rare building material: hollow tile.
076-0285 is located within the half-mile study tier for Hourglass-Hornbaker Route 1 (Hybrid).
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3.3.2 076-5036, MANASSAS STATION OPERATIONS BATTLEFIELD

076-5036 represents tracts of land associated with the battles and operations at Bristoe Station,
Kettle Run, Bull Run Bridge, and Union Mills, all of which took place from August 25-27, 1862. The
battlefield is primarily in northern Prince William County, with portions extending into Loudoun
County on the east and Fauquier County on the west. The boundaries of the resource are defined
by the American Battlefield Protection Program (ABPP) Study Area and encompass approximately
11,280 acres. The Core Areas of the battlefield, defined by the ABPP as the areas of the most
significant military action, are located along the former Orange and Alexandria Railroad to the
south and east of the Project area (Attachment 4, Figure 2).

In the days prior to the Second Battle of Manassas, General Stonewall Jackson marched from the
Rappahannock River west and north to Manassas Gap, then followed the Manassas Gap Railroad
southeast to Bristoe Station to get in the rear of Union General John Pope’s Army of Virginia and
attack its supply line. Jackson overran the small Union garrison at Bristoe Station at the junction
of the Orange and Alexandria Railroad on August 26, overturning railcars and destroying the
railroad before heading northeast along the Orange and Alexandria to Manassas Junction. A small
force of Union troops advanced on Manassas Junction but were turned away by Jackson at Union
Mills. A Confederate detachment at Bristoe Station held off a Union force at Kettle Run long
enough to join Jackson. After raiding the Union supply depot at Manassas Junction, Jackson’s
forces retired to a strong defensive position on the north side of the unfinished Independent Line
of the Manassas Gap Railroad. It was from that point that Jackson surprised Pope’s forces
returning from its position on the Rappahannock to meet Jackson’s army, initiating the action of
the Second Battle of Manassas (Neville et al. 1995).

The Project is located about 300 feet north of the Bristoe Station Study Area and 600 feet north of
the Bristoe Station Core Area. It is within 0.5 mile of the Manassas Station Operations Core Area
and the Bristoe Station Potential National Register Area (PotNR), as defined by the ABPP in 2007
(National Park Service [NPS] 2009). 076-5036 was determined potentially eligible for the NRHP in
2018. It is within the half-mile study tier for the Hourglass-Hornbaker Route 1 (Hybrid) and within
the 1-mile study tier for Pegasus-Hornbaker Route 1.

3.3.3 076-5190, SECOND BATTLE OF MANASSAS

076-5190, the Second Battle of Manassas, encompasses over 17,000 acres in Prince William,
Fairfax, and Loudoun counties (Attachment 4, Figure 3). The Second Battle of Manassas was
fought August 28-30, 1862 and marked the end of what is referred to as the Northern Virginia
Campaign of Confederate General Robert E. Lee. Lee’s victory allowed the Confederate Army of
Northern Virginia to cross the Potomac into Maryland, beginning the first invasion of the northern
states that ended at the Battle of Antietam.

076-5190 represents the site of the battle and its ancillary actions, including the approach and
withdrawal of the armies before and after the battle, as defined by the ABPP Study Area (NPS
2009). The ABPP Core Area of the battlefield within which the primary action took place is north of
Balls Ford Road and Cushing Road, but extends south on Balls Ferry Road to its junction with the
former Manassas Gap Railroad at Wellington. The most significant and well-preserved portions of
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the battlefield are listed in the NRHP as the Manassas Battlefield Historic District
(076-0271), which includes Manassas National Battlefield Park.

The Union forces defending Washington were organized as the Army of Virginia under General
John Pope in June 1862. Lee, defending Richmond against McClellan’s Army of the Potomac, sent
General Stonewall Jackson to counter Pope, and after a clash at the Rapidan River with Jackson’s
forces, Pope withdrew to a strong position north of the Rappahannock River. Suspecting that Lee
was shifting his army northward, McClellan began a withdrawal to reinforce Pope. Lee realized that
if he could get to Pope before McClellan, he might have a chance to destroy his army. In order to
lure Pope out of his defenses, Lee ordered Jackson to march over 50 miles to the north to strike in
Pope’s rear. Jackson successfully seized the Union depot at Manassas Junction on August 27,
where his troops feasted on the rations there before burning the remaining supplies. Jackson then
withdrew northward and took up a position on the north side of the Warrenton Turnpike near the
First Manassas battlefield. Meanwhile, Lee was proceeding with Longstreet’s Corps to join Jackson
and reunite his army (NPS 2024b).

With his supply line cut and a threat in his rear, Pope withdrew from the Rappahannock and
returned toward Manassas. As he made his way to Centerville just north of Manassas, Pope’s First
Division was attacked by Jackson on the Warrenton Turnpike (U.S. 29) at the Brawner Farm on
August 28. A fierce fight took place there that lasted until nightfall, kicking off the action at
Second Manassas. The next day, convinced that Jackson was isolated and vulnerable, Pope began
a series of uncoordinated attacks of Jackson’s line, which was situated behind the grade of the
unfinished Independent Line of the Manassas Gap Railroad. On several occasions, Pope’s forces
broke through portions of the line, but the gaps were filled and the Union repulsed. Major General
Fitz John Porter was sent on a movement to flank the Confederate right but was met by
Longstreet’s men arriving on the scene. Lee called for Longstreet to attack the Union left, but
Longstreet argued that the time was not right (American Battlefield Trust [ABT] 2024b; NPS
2024b).

After the morning of August 30 passed quietly, Pope believed that Lee was retreating back to
Thoroughfare Gap and ordered his army to pursue. To his surprise he found that the Confederate
army had not moved from its position. Pope nevertheless continued the assault. Porter and
Brigadier General John Hatch were sent into the “Deep Cut,” a gap in the railroad grade, but were
rebuffed by artillery fire. Lee and Longstreet took advantage of the confusion and ordered a
counterattack on the Union left. With nearly 30,000 troops, one of the largest single assaults of
the war, Longstreet drove the Union forces back toward Henry Hill, where the Confederates under
Jackson and others had put up a ferocious defense just over a year earlier. Lee hoped to cut off
Pope’s escape, but the Union forces made a strong stand at Chinn Ridge and Henry Hill, holding
back the surge long enough for Pope to cross Bull Run and begin his retreat back to Washington
(ABT 2024b; NPS 2024b).

Second Manassas was a decisive Confederate victory against a larger Union force. The Union
armies totaled approximately 70,000 men to the Confederates’ 55,000. However, the
Confederates suffered significant losses. Over 8,000 were killed, wounded, or missing, with nearly
half of those occurring from Longstreet’s massive charge on the 30™. The Union armies, however,
lost an even greater percentage of its men. Nearly 14,000 men, 20 percent of the total forces
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engaged, were Killed, wounded, or missing. The loss destroyed Pope’s career. He was relieved of
command less than two weeks after the battle and was sent west to battle the Sioux. Although he
was court-martialed and forever barred from holding office, he eventually was exonerated
(Encyclopaedia Britannica 2024Db).

The major action of the Second Battle of Manassas took place primarily to the north of the
proposed Project; however, troop movements and supporting actions of the Union army did take
place within the Project vicinity. On the 29™, Major General Fitz John Porter was sent around the
Union left along the Manassas-Gainesville Road (current Route 674, Wellington Road), where he
was met by Longstreet’s forces just arriving on the scene from the Manassas Gap Railroad,
blocking his progress. Wellington Road is crossed by Wellington-Pegasus Route 1 and is paralleled
by Devlin-Pegasus Route 2. After skirmishing in the afternoon around Dawson’s Branch, Porter
shifted to his right to reinforce the main body of Pope’s army on the south side of the Warrenton
Turnpike (Eastern National Park and Monument Association [ENPMA] 1985). The area along
Wellington Road has been heavily impacted by commercial development and major road projects.

076-5190 was determined potentially eligible for the NRHP in January of 2007 by the ABPP and
again by Adrienna Birge-Wilson of VDHR under Criterion A in September of 2018. Roger Kirchen of
VDHR determined the resource eligible in July of 2019; however, it was then reclassified as
potentially eligible in November of 2020 by Adrienna Birge-Wilson of VDHR. The resource is
located within the right-of-way of Devlin-Pegasus Routes 1 and 2. It is also located within the half-
mile study tier for Wellington-Pegasus Route 1 and Pegasus-Hornbaker Route 1 and within the
one-mile study tier for Hourglass-Hornbaker Route 1 (Hybrid).

3.3.4 076-5335, FIRST BATTLE OF MANASSAS

076-5335, First Battle of Manassas, encompasses over 18,000 acres in Prince William, Fairfax, and
Loudoun counties (Attachment 4, Figure 4). The battle was fought July 21, 1861, and was the first
major engagement of the Civil War. The Confederate victory embarrassed the U.S. military and
demonstrated that the war would be longer and costlier than had been previously imagined. 076-
5335 represents the site of the battle and its ancillary actions, including the approach and
withdrawal of the armies before and after the battle, as defined by the ABPP study area (NPS
2009). The ABPP core area of the battlefield within which the primary action took place is located
around the intersection of U.S. 29 and Sudley Road on the north side of Interstate 66. The most
significant and well-preserved portions of the battlefield are listed in the NRHP as the Manassas
Battlefield Historic District (076-0271), which includes the Manassas National Battlefield Park.

Following the bombardment of Fort Sumter in April 1861, President Lincoln had called for 75,000
volunteers from the state militias for a 90-day deployment as proscribed by laws dating to the
eighteenth century. This was four times the size of the standing U.S. Army, but much less than
was needed to effectively end the rebellion. After receiving training, 35,000 of these volunteers
under General Irvin McDowell marched out of Washington on July 16 to capture the Confederate
capital of Richmond. The first objective was to secure Manassas Junction, where the Manassas
Gap and the Orange and Alexandria Railroad met. The Orange and Alexandria Railroad was an
important line of communication between Washington and the Union Army and was the most
direct rail line between the capitals. McDowell arrived at Centerville, on the Warrenton Turnpike
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(now Lee Highway/U.S. 29) on July 18. Between him and Manassas Junction ran a small stream

called Bull Run. On the opposite side of the stream, Confederate General P. G. T. Beauregard had
deployed his 22,000 troops to protect all the fords from the railroad north to the stone bridge of
the Warrenton Turnpike over Bull Run (ABT 2024a; NPS 2024a).

After driving into the Confederate right at Blackburn’s Ford and failing to break the line, McDowell
spent the next two days probing the left side of the line around the Stone Bridge. Meanwhile,
Beauregard had requested reinforcements, and General Joseph E. Johnston was ordered to leave
his position in the Shenandoah Valley to support Beauregard. Traveling by the Manassas Gap
Railroad, Johnston arrived on the 20™ and 215, just as the action was commencing (NPS 2024a).

On July 21, McDowell sent a force north to Sudley Spring to flank the Confederate left. To protect
this movement, he launched an attack at Stone Bridge early in the morning of the 215t that
marked the beginning of the battle. Confederate Colonel Nathan Evans was defending the bridge
and soon recognized that the push at the bridge was a feint. He left a small force at the bridge
and moved his brigade to the northwest to meet McDowell’s force that had crossed Bull Run and
was moving south on the Manassas-Sudley road. Evans was soon reinforced by Brigadier General
Barnard Bee and Colonel Francis Bartow, and the two sides faced off in an intense fire fight at
Matthew’s Hill. The Federals were able to continue adding more regiments and artillery to the
fight, however, and the Confederate line was forced back to Henry Hill, on the south side of
Warrenton Turnpike, where Bee sought to rally his men. It was during this stand that Bee
bestowed on Confederate General Thomas J. Jackson his nickname “Stonewall” for his steadfast
position. At Henry Hill, the Confederates were joined by Johnston’s men, some of them marching
directly into battle from the Manassas Gap Railroad station at Thoroughfare. Beauregard also
arrived on the scene as the battle had shifted entirely to this front. After a short pause as the two
sides reordered their lines at midday, the fight was resumed. With the two sides at roughly equal
strength, the battle at Henry Hill became a series of attacks and counter attacks, with no side
gaining an advantage. Around 4 p.m., more Confederate troops arrived and attacked the Union
right at Chinn Ridge. The federal forces, exhausted and discouraged, retreated, and the remaining
forces soon followed. The rebels were too disorganized to pursue, advancing only as far as
Centerville. By the next morning McDowell’'s army had returned to the safety of Washington’s
defenses (NPS 2024a; ABT 2024a).

Of McDowell’s roughly 30,000 men, 460 were killed, including Bee and Barstow, and 1,124 were
wounded. Another 1,300 were missing or captured. Beauregard and Johnston’s combined forces of
some 32,000 men suffered 387 killed and 1,582 wounded, with just 13 missing or captured. The
loss was an embarrassment to the Union Army and made clear the need for a larger, better
trained and equipped force. The battlefield became an immediate shrine as the first major battle
of the Civil War and to the men who fell there. Veterans of the fight returned to the site
frequently, and in 1940, Manassas National Battlefield was established to protect the historic
landscape for future generations (Encyclopaedia Britannica 2024a).

The major action of the First Battle of Manassas took place primarily to the northeast of the
Project, although troop movements and peripheral actions did take place within the area. The
portion of the ABPP study area that falls within a mile of the resource is an approach or withdrawal
route along Wellington Road and Rixlew Lane that is located 0.9 miles northeast of the Hourglass-
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Hornbaker Route 1 (Hybrid). The area has been heavily impacted by commercial and residential
development and infrastructure.

076-5335 was determined potentially eligible for the NRHP in January of 2007 by the ABPP. In
August of 2018, Marc Holma of VDHR determined the resource eligible; however, it was
reclassified as potentially eligible by Adrienne Birge-Wilson in September of the same year. The
First Battle of Manassas is located within the one-mile study tier for Hourglass-Hornbaker Route 1
(Hybrid).

3.3.5 155-5020, CANNON BRANCH FORT SITE

The Cannon Branch Fort Site, 155-5020, is a Civil War-era fortification located adjacent to the
former Alexandria and Orange Railroad between Manassas and Bristoe, south of the intersection of
Route 234 (Prince William Parkway) and Route 28 (Nokesville Road). It occupies an 11-acre
wooded parcel bounded by the railroad (now the Norfolk Southern) on the south, Gateway
Boulevard on the north and east, and Route 234 on the west (Attachment 4, Figure 5). The fort
was constructed during the Union occupation of the area to protect the railroad, which was an
important supply line for the Union army’s operations in northern Virginia during its efforts to
capture the Confederate capital of Richmond (Lipford 2023). The resource was listed on the NRHP
in 1999.

The fort has not been documented in written records of the Civil War but was likely constructed
late in the conflict to defend the supply line. The earthen works are rectangular in shape,
approximately 145 feet by 105 feet, with 2- to 3-foot walls and a 1- to 2-foot-deep ditch on the
exterior side. There are openings in the east and west walls near the northern end of the fort. Its
orientation suggests that it protected the railroad bridge over Cannon Branch.

The Cannon Branch Fort Site was listed on the Virginia Landmarks Register (VLR) in March of 1996
by VDHR staff, and it was listed on the NRHP in August of 1999. 155-5020 is within the one-mile
study tier for Hourglass-Hornbaker Route 1 (Hybrid).

3.4 HISTORIC RESOURCE FINDINGS FOR WELLINGTON-PEGASUS ROUTE 1

3.4.1 076-5190, SECOND BATTLE OF MANASSAS

The Second Battle of Manassas is transected by Wellington-Pegasus Route 1 on the resource’s
southern boundary (Attachment 5, Figure 1). The area crossed consists of a highway and other
roads, small stands of woods, and cleared land. The wooded parcels would be altered with a tree
cut to accommodate the new transmission line.

One simulation, KOP 004H, was prepared for this resource just within the resource’s southern
boundary. This location was chosen as the point where infrastructure installed along the route
would have the greatest visual impact. As illustrated in the simulation from KOP 004H, the new
transmission structures would be highly visible from this vantage point since the transmission line
corridor would cut through wooded land and the transmission line structures would be near a
public thoroughfare (Attachment 5, Figure 2).

A few existing transmission lines intersect the resource, the nearest one to the Project being just
north of the route, which would facilitate a tie into that existing transmission line. The route
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extends a short distance to the south of the resource to tie in to the proposed Pegasus Switching
Station, traversing wooded land, necessitating a tree cut that would create additional viewshed
effects for a small area of the battlefield. The setting of the resource in the vicinity of the route
has already been compromised by the existing transmission line, in addition to modern
development, which has altered the landscape.

As shown in the simulations, transmission infrastructure installed along Wellington-Pegasus Route
1 would be visible from the KOP and would potentially be visible from locations immediately
adjacent to the route both within the boundary of the resource and immediately to the south. The
new transmission line would add additional modern infrastructure to the viewshed. Although the
resource has already been altered, Wellington-Pegasus Route 1 would add more modern elements
within the boundaries of the resource’s southern portion. However, the new transmission line
would be a minor change within this expansive resource’s 17,000 acres. Furthermore, the location
of the route is not within an area of the battlefield in which major action took place. Therefore, for
all these reasons, ERM recommends that there would be a Moderate Impact on this resource
from the transmission line installed Wellington-Pegasus Route 1.

3.5 PEGASUS-HORNBAKER ROUTE 1

3.5.1 076-5036, MANASSAS STATION OPERATIONS BATTLEFIELD

The Manassas Station Operations Battlefield is approximately 0.8 mile south of Pegasus-
Hornbaker Route 1 at its closest point (Appendix 5, Figure 3). The resource boundaries create a
U-shape moving from the west side of the route, dipping to a low point to its south before moving
northeast. Two simulations were prepared for this resource, KOP 009H and KOP 010H. KOP O09H
is approximately 0.90 mile west of the proposed route within a residential community with tree
cover and winding roads lined with closely sited dwellings (Appendix 5, Figure 4). KOP 010H is
approximately 0.99 mile southeast of the route within an area predominantly cleared of
vegetation and containing commercial and industrial buildings (Appendix 5, Figure 5). As shown in
the simulations, there would be no view of transmission infrastructure installed along the route
due to the change in elevation, intervening distance, development, and vegetation. Therefore,
there would be No Impact on this resource from use of Pegasus-Hornbaker Route 1 for the
Project.

3.5.2 076-5190, SECOND BATTLE OF MANASSAS

The Second Battle of Manassas is approximately 738 feet to the north of Pegasus-Hornbaker
Route 1 and approximately 581 feet north of the proposed Pegasus Switching Station (Attachment
5, Figure 6). The area containing the route is forested but abuts industrial development to the
south. Vegetation would be removed to accommodate the new transmission line.

One simulation was prepared for this resource, KOP 004H, located at the southern edge of the
resource’s boundary. This location was chosen due to the proximity of the KOP to the route and
switching station where the greatest visual impact would occur. From this viewpoint, as illustrated
in the simulation from KOP 004H, transmission line structures would likely only be visible during
leaf off seasons, except right along the south side of the switching station, would be highly visible
from this location year-round (Attachment 5, Figure 7).
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While the southern viewshed already contains other modern development, such as divided
highways and industrial and commercial buildings, Pegasus-Hornbaker Route 1 would introduce
new modern infrastructure, which would be prominent within the landscape from a vantage point
along a major public thoroughfare. Additionally, this route would tie into the Wellington-Pegasus
Route 1, which would also add additional modern infrastructure to this viewshed. Thus, ERM
recommends that there would be a Moderate Impact to this resource from the use of Pegasus-
Hornbaker Route 1 for the Project.

3.6 HISTORIC RESOURCE FINDINGS FOR HOURGLASS-HORNBAKER ROUTE 1
(HYBRID)

3.6.1 076-0285, THOMASSON BARN

Thomasson Barn is approximately 0.24 mile south-southwest of the Hourglass-Hornbaker Route 1
(Hybrid) (Attachment 5, Figure 8). The area between the resource and the proposed line consists
of a parking lot, commercial development, cleared land, and a zig-zagging tree break. One
simulation was prepared, KOP 007H, which is located on the northwestern corner of the resource
looking north (Attachment 5, Figure 9). As shown in the simulation, there would be no view of
transmission infrastructure installed along the route due to the change in elevation, intervening
distance, development, and vegetation. Therefore, there would be No Impact on this resource
from use of the Hourglass-Hornbaker Route 1 (Hybrid) for the Project.

3.6.2 076-5036, MANASSAS STATION OPERATIONS BATTLEFIELD

Manassas Station Operations Battlefield is, at its closest distance, approximately 0.37 mile
southeast of the Hourglass-Hornbaker Route 1 (Hybrid) (Attachment 5, Figure 10). The portion of
this expansive resource in the vicinity of the Project contains extensive commercial development.
The intervening land between the resource and route also contains recent construction, open land,
and scattered small stands of trees. One simulation was prepared, KOP 010H, at the point in
closest proximity to the Hourglass-Hornbaker Route 1 (Hybrid) (Attachment 5, Figure 11). As
shown in the simulation, there would be no view of transmission infrastructure installed along the
route due to the intervening distance, change in elevation, development, and screening
vegetation. Therefore, there would be No Impact on this resource from use of the Hourglass-
Hornbaker Route 1 (Hybrid) for the Project.

3.6.3 076-5190, SECOND BATTLE OF MANASSAS

The Second Battle of Manassas is approximately 0.63 mile north and east of the Hourglass-
Hornbaker Route 1 (Hybrid) (Attachment 5, Figure 12). The area between the resource and the
route consists of dense commercial and residential development. Additionally, a network of
existing transmission lines spans the area moving in all directions. One simulation was prepared,
KOP 013H, from the southern end of the resource looking west (Attachment 5, Figure 13). As
shown in the simulation, there would be no view of transmission infrastructure installed along the
route due to the intervening distance, development, and vegetation. Therefore, there would be No
Impact on this resource from use of the Hourglass-Hornbaker Route 1 (Hybrid) for the Project.
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3.6.4 076-5335, FIRST BATTLE OF MANASSAS

The First Battle of Manassas, which partially overlaps 076-5036, is approximately 0.94 mile
northeast of the Hourglass-Hornbaker Route 1 (Hybrid) (Attachment 5, Figure 14). The area
between the resource and the proposed route consists of dense commercial and residential
development. Additionally, a network of existing transmission lines spans the area moving in all
directions. One simulation was prepared, KOP 013H, which is located on the southern end of the
resource (Attachment 5, Figure 15). As shown in the simulation, there would be no view of
transmission infrastructure installed along this route due to the intervening distance,
development, and vegetation. Therefore, there would be No Impact on this resource from use of
the Hourglass-Hornbaker Route 1 (Hybrid) for the Project.

3.6.5 155-5020, CANNON BRANCH FORT SITE

Cannon Branch Fort Site is approximately 0.79 mile southeast of the Hourglass-Hornbaker Route 1
(Hybrid) (Attachment 5, Figure 16). The area between the resource and the route consists of
cleared land and commercial development. One simulation was prepared, KOP 014H, which is on
the northwestern edge of the resource’s boundary looking northwest (Attachment 5, Figure 17).
As shown in the simulation, there would be no view to the transmission infrastructure installed
along the route due to the intervening distance and vegetation. Therefore, there would be No
Impact on this resource from use of the Hourglass-Hornbaker Route 1 (Hybrid) for the Project.

3.7 DEVLIN-PEGASUS ROUTE 1

3.7.1 076-5190, SECOND BATTLE OF MANASSAS

The southernmost extent of the Second Battle of Manassas is transected by the alignment of
Devlin-Pegasus Route 1, which would weave in and out of the resource’s southern boundary
(Attachment 5, Figure 18). The areas transected are surrounded by commercial and residential
development and dense vegetation. While heavily developed, there are also small, wooded parcels
where the vegetation would be removed to accommodate the new transmission line.

Three simulations were prepared for this resource: KOP 001H, KOP 002H, and KOP 004H. KOP
001H is at the northern end of the route at the edge of the resource boundary, looking towards
the proposed Devlin Switching Station (Attachment 5, Figure 19). This location was chosen to
capture the view where the route overlaps the resource boundary. As shown in the simulation, this
location would have an expansive and obtrusive view of the transmission infrastructure installed
along the route, which would entail noticeable tree clearing, different types of transmission
structures, and conductors. At this location however, there is already modern development in the
form of electrical distribution lines and utility poles and a four-lane, divided thoroughfare, with
commercial development immediately to the north. The introduction of a transmission line along
the route would add additional modern elements to a landscape setting already cluttered with
modern infrastructure.

KOP 002H is along Lexington Valley Drive within the southern boundary of the resource
(Attachment 5, Figure 20). This location was chosen to capture the view where the route would
traverse the battlefield in an area whose viewshed is not currently obstructed by existing
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transmission lines. This simulation shows that transmission infrastructure installed along the route
would be visible at certain locations where sight lines are unobstructed by vegetation and
intervening development. The area is already inundated with commercial development, however,
and dense vegetation will remain surrounding a portion of this segment, which would screen the
view of the route from many vantage points.

Finally, KOP 004H is at the southernmost end of the route facing southwest towards the route’s
nexus with the proposed Pegasus Switching Station. This location was chosen based on the
potential high visibility of the new infrastructure, which is demonstrated in the simulation
(Attachment 5, Figure 21). The viewshed would be dominated by transmission infrastructure
installed along the route and switching station, whose construction would necessitate prominent
tree clearing.

The viewshed of the Second Battle of Manassas is transected to the north of the route by an
existing transmission line running northwest to southeast. Additionally, the area contains heavy
commercial and residential development, highways, and dense vegetation that would obstruct the
view of transmission infrastructure installed along Devlin-Pegasus Route 1 in various locations
along its alignment within the resource. However, as shown in the three simulations, there would
be obtrusive views at locations near the route and in areas where tree coverage is limited. Overall,
due to the location of the route within an area already heavily altered by development, the new
transmission line would not engender a significant change to the setting of this expansive
resource’s 17,000 acres. Furthermore, the location of the route is not within an area of the
battlefield in which major action took place. Therefore, it is recommended that there would be a
Moderate Impact on this resource from use of Devlin-Pegasus Route 1 for the Project.

3.8 DEVLIN-PEGASUS ROUTE 2

3.8.1 076-5190, SECOND BATTLE OF MANASSAS

The southern portion of the Second Battle of Manassas is intersected in three segments by the
alignment of Devlin-Pegasus Route 2 (Attachment 5, Figure 22). The areas transected consist of
commercial development and dense vegetation, which would be removed to accommodate the
new transmission line.

Three simulations were prepared for this resource: KOP 001H, KOP 002H, and KOP 003H. KOP
001H is at the northern end of the route at the edge of the resource boundary, looking towards
the proposed Devlin Switching Station (Attachment 5, Figure 23). This location was chosen to
capture the view where the route overlaps the resource boundary. As shown in the simulation, this
location would have an expansive and obtrusive view of transmission infrastructure installed along
the route, which would entail noticeable tree clearing, different types of transmission line
structures, and conductors. At this location however, there is already modern development in the
form of electrical distribution lines and utility poles and a four-lane, divided thoroughfare, with
commercial development immediately to the north. The introduction of a transmission line along
the route would add additional modern elements to a landscape setting already cluttered with
modern infrastructure.
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KOP 002H is located along Lexington Valley Drive within the boundaries of the resource’s southern
end (Attachment 5, Figure 24). This location was chosen due to its proximity to the route within
an area with uninterrupted sight lines that does not contain existing transmission lines. This
simulation shows that transmission infrastructure installed the route would be visible at certain
locations unobstructed by vegetation and intervening development. The presence of existing
commercial development and stands of dense vegetation would constrain sight lines to a large
degree, but there are no existing transmission lines in the immediate viewshed. The proposed
transmission line would represent a new element within the setting.

Finally, KOP 004H is near the southern end of the route facing southwest. This location was
chosen based on the potential high visibility of the proposed transmission line within an otherwise
relatively undeveloped area (Attachment 5, Figure 25). As demonstrated in this simulation,
infrastructure installed along Devlin-Pegasus Route 2 would traverse the southern extent of the
battlefield, where conductors, transmission line structures, and cleared right-of-way would be
clearly visible along a public thoroughfare.

The viewshed of the Second Battle of Manassas is transected to the north of the route by an
existing transmission line running northwest to southeast. Additionally, the area contains heavy
commercial and residential development, highways, and dense vegetation that would obstruct the
view of transmission infrastructure installed along Devlin-Pegasus Route 2 in various locations
along its alignment within the resource. As shown in the three KOP simulations, however, there
would be obtrusive views at locations in close proximity to the route and in areas where tree
coverage is limited. Overall, due to the location of the route within an area already heavily altered
by development, the new transmission line would not engender a significant change to the setting
of this expansive resource’s 17,000 acres. Furthermore, the location of the route is not within an
area of the battlefield in which major action took place. Therefore, for all these reasons, ERM
recommends that there would be a Moderate Impact on this resource from use of Devlin-
Pegasus Route 2 for the Project.

3.9 ARCHAEOLOGY FINDINGS

Five known archaeological sites are located in the right-of-way of the transmission line routes (see
Figure 2; Table 10): one within the right-of-way of Pegasus-Hornbaker Route 1 (44PW1221); one
within the right-of-way of Hourglass-Hornbaker Route 1 (Hybrid) (44PW1208); and three within
the right-of-way of Devlin-Pegasus Route 2 (44PW1454, 44PW1455, and 44PW1456). No
previously recorded sites were identified within the right-of-way for Wellington-Pegasus Route 1 or
Devlin-Pegasus Route 1.

The sites along each route alternative are described below. The descriptions include information
on the NRHP eligibility status of each site as well as an assessment of each site’s condition based
on desktop review. A confident evaluation of the nature of archaeological deposits at each site and
impacts from prior land use activities would require a field survey to verify the desktop analysis.
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TABLE 10 ARCHAEOLOGICAL RESOURCES WITHIN THE RIGHT-OF-WAY FOR THE ROUTE
ALTERNATIVES

Considered Route Alternatives
Resource
Wellington Pegasus- Hourglass- Devlin-Pegasus Devlin-Pegasus
-Pegasus Hornbaker | Hornbaker Route Component, Component,
Route 1 Route 1 1 (Hybrid) Route 1 Route 2
44PW1208 - - X - -
44PW1221 - X - - -
44PW1454 - - - - X
44PW1455 - - - - X
44PW1456 - - - - X
Total (0] 1 1 (0] 3
Resources

3.9.1 WELLINGTON-PEGASUS ROUTE 1

No known archaeological sites are located within the right-of-way of this route alternative.

3.9.2 PEGASUS-HORNBAKER ROUTE 1

One previously recorded archaeological site, a prehistoric lithic workshop, overlaps Pegasus-
Hornbaker Route 1: 44PW1221. A previous Phase | survey performed in 2001 described the site
as a non-diagnostic lithic scatter with some subsurface integrity (Crowl 2001), however, the site
area has since been developed and the site most likely destroyed.

3.9.3 HOURGLASS-HORNBAKER ROUTE 1 (HYBRID)

One previously recorded archaeological site overlaps the Hourglass-Hornbaker Route 1 (Hybrid):
44PW1208. This site is identified as a prehistoric lithic workshop with an unidentified temporal
affiliation which has not been evaluated to determine its eligibility for listing in the NRHP (VDHR
2024b). A previous Phase | survey performed in 2001 described the site as a non-diagnostic lithic
scatter with some subsurface integrity (Crowl 2001). The site area is now completely covered by a
business park. |GG

_ As the entirety of the recorded site boundary has been previously
disturbed by commercial development, it is unlikely that any intact cultural remains would be

encountered at the site.

3.9.4 DEVLIN-PEGASUS COMPONENT ROUTE 1

No known archaeological sites are located within the right-of-way of this route alternative.
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3.9.5 DEVLIN-PEGASUS COMPONENT ROUTE 2

There are three previously recorded sites that overlap Devlin-Pegasus Route 2: 44PW1454,
44PW1455, and 44PW1456. The first, 44PW1454, is a multi-component site consisting of an
prehistoric lithic scatter with an unidentified temporal affiliation and historic (late nineteenth to
mid-twentieth century) trash scatter which has not been evaluated to determine its eligibility for
listing in the NRHP (VDHR 2024c). A previous Phase | survey performed by Thunderbird
Archeological Associates in 2003 indicated that the historic component of the site was a secondary
dump and that the site was largely destroyed (Bryant 2003). The site area was plowed from at
least 1937 to sometime between 2004 and 2006 based on aerial photography. Thereafter, the site

was planted in, maintained as, and remains pine forest. IENEEEE

Site 44PW1455 is a historic (twentieth century) trash scatter which has not been evaluated to
determine its eligibility for listing in the NRHP (VDHR 2024d). A previous Phase | survey
performed by Thunderbird Archeological Associates in 2003 indicated that the trash scatter was
associated with a twentieth century house and that the site had been largely destroyed (Bryant
2003). Review of aerial photography found that the site contained an apparent residential
structure from at least 1937 to sometime between 2004 and 2006. After removal of the structure,

the area was planted in, maintained as, and remains pine forest. _

Site 44PW1456 is a historic (nineteenth and twentieth century) trash scatter which has not been
evaluated to determine its eligibility for listing in the NRHP (VDHR 2024e€). A previous Phase |
survey performed by Thunderbird Archeological Associates in 2003 indicated that the trash scatter
was defined by a light surface scatter in a sod field and that the site had been largely destroyed
(Bryant 2003). The site area was plowed from at least 1937 to sometime between 2004 and 2006
based on aerial photography. Thereafter, the site was planted in, maintained as, and remains pine

fores:. |
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4. CONCLUSIONS AND RECOMMENDATIONS

The pre-application analysis gathered information on archaeological and historic architectural
resources that qualify for consideration according to the Guidelines.

Five known archaeological sites are in the right-of-way of the transmission line routes reviewed in
this study. An assessment of the condition and research potential of those sites is contingent upon
archaeological field investigations, which will be conducted at relevant sites once a preferred
alternative is selected by the SCC. Potential impacts to sites along the preferred route will be
assessed as part of the field survey.

Five aboveground historic resources fall within the VDHR study tiers for the route alternatives
under consideration. A comparison of the number of resources impacted and the degree of impact
from each route is presented in Table 11. The specific resources affected by each alternative are
discussed in the subsections that follow. A discussion of results by solution is provided in Section
4.2,

TABLE 11 COMPARISON OF PROJECT IMPACTS ON HISTORIC RESOURCES IN THE STUDY
AREAS OF THE ROUTE ALTERNATIVES

Route Alternative Number of Considered Resources in Each Impact
Category
None Minimal Moderate Severe Total

Wellington-Pegasus Route 1 0 0 1 0 1
Pegasus-Hornbaker Route 1 1 0 1 0 2
Hourglass-Hornbaker Route 1 5 0 0 0 5
(Hybrid)

Devlin-Pegasus Component, Route 1 0 0 1 0 1
Devlin-Pegasus Component, Route 2 0 0 1 0 1

Final assessments of Project impacts will be dependent on the completion of identification-phase
archaeological and historic structure surveys along the routes selected by the SCC and review of
survey results by VDHR and other consulting parties. For any resources where the agencies concur
in a finding of moderate or severe impact, the Company will propose treatments to avoid,
minimize, or mitigate those impacts. Treatment options for archaeological sites could include
selective structure placement to avoid direct impacts on sites, minor route adjustments to avoid
crossing sites, or archaeological data recovery. Treatment options for aboveground historic
resources could include detailed site documentation, historic research, and historic preservation
studies; preparation of digital media or museum-type exhibits on sites for public interpretation;
installation of historic markers or signs; installation of vegetative screening; or contributions to
historical preservation organizations or specific preservation projects. Additional mitigations could
be identified through consultation with VDHR and other consulting parties.
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4.1 ROUTES

4.1.1 WELLINGTON-PEGASUS ROUTE 1

One previously recorded historic resource (076-5190) within the VDHR study tiers for Wellington-
Pegasus Route 1 meets the criteria specified in the Guidelines for inclusion in the study (Table 12).
Installation of transmission infrastructure along this route would have a moderate impact on the
resource.

TABLE 12 IMPACTS TO HISTORIC RESOURCES IN THE VDHR STUDY TIERS FOR
WELLINGTON-PEGASUS ROUTE 1

Resource

Buffer (miles) Resource Category Number Description Impact
1.0to 1.5 National Historic Landmarks - - -
0.5t0 1.0 National Register Properties (Listed) - - -

National Register — Eligible - - -

(Battlefields/Historic Landscapes)

Locally Significant - - -
0.0 to 0.5 National Register — Eligible - - -
0.0 National Historic Landmarks, National - - -
(within ROW) Register Properties (Listed and

Eligible)

National Register — Potentially Eligible 076-5190 Second Battle Moderate

(Battlefields/Historic Landscapes) of Manassas

Source: VDHR 2024
ROW = right-of-way

4.1.2 PEGASUS-HORNBAKER ROUTE 1

Two previously recorded historic resources within the VDHR study tiers for Pegasus-Hornbaker
Route 1 meet the criteria specified in the Guidelines for inclusion in the study (Table 16). Of these,
the route would have no impact on one (076-5036) and a moderate impact on the other (076-
5190).

TABLE 16 [IMPACTS TO HISTORIC RESOURCES IN THE VDHR STUDY TIERS FOR PEGASUS-
HORNBAKER ROUTE 1

Buffer Resource
(miles) Resource Category Number Description Impact
1.0to 1.5 National Historic Landmarks - - -
0.5t0 1.0 National Register Properties (Listed) - - -
National Register — Potentially Eligible 076-50362 @ Manassas Station = No Impact
(Battlefields/Historic Landscapes) Operations
Battlefield
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Locally Significant - - -

0.0 to 0.5 National Register — Potentially Eligible 076-5190 Second Battle of Moderate
(Battlefields/Historic Landscapes) Manassas
0.0 National Historic Landmarks, National - - -

(within ROW) Register Properties (Listed and Eligible)

Source: VDHR 2024
2 Resource is within the designated tiers for the proposed Hornbaker Switching Station

4.1.3 HOURGLASS-HORNBAKER ROUTE 1 (HYBRID)

Five previously recorded historic resources (076-0285, 076-5036, 076-5190, 076-5335, and 155-
5020) within the VDHR study tiers for the Hourglass-Hornbaker Route 1 (Hybrid) meet the criteria
specified in the Guidelines for inclusion in the study (Table 13). The route would have no impact
on all five resources.

TABLE 13 [IMPACTS TO HISTORIC RESOURCES IN THE VDHR STUDY TIERS FOR HOURGLASS-
HORNBAKER ROUTE 1 (HYBRID)

Buffer Resource
(miles) Resource Category Number Description Impact
1.0to 1.5 National Historic Landmarks - - -
0.5t0 1.0 National Register Properties (Listed) 155-5020 Cannon Branch No Impact
Fort
National Register — Potentially Eligible 076-5190% Second Battle No Impact
(Battlefields/Historic Landscapes) of Manassas

076-5335 First Battle of No Impact

Manassas

Locally Significant - - -
0.0t0 0.5 National Register — Eligible 076-02852 Thomasson No Impact
Barn

National Register — Potentially Eligible 076-5036 Manassas No Impact
(Battlefields/Historic Landscapes) Station

Operations

Battlefield

0.0 National Historic Landmarks, National - - -
(within ROW) @ Register Properties (Listed and Eligible)

Source: VDHR 2024
2 Resource is within the designated tiers for the proposed Hornbaker Switching Station
4.1.4 DEVLIN-PEGASUS ROUTE 1

One previously recorded (076-5190) historic resource within the VDHR study tiers for Devlin-
Pegasus Route 1 meets the criteria specified in the Guidelines for inclusion in the study (Table 14).
The route would have a moderate impact on this resource.
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TABLE 14 [IMPACTS TO HISTORIC RESOURCES IN THE VDHR STUDY TIERS FOR DEVLIN-

PEGASUS COMPONENT ROUTE 1

Buffer

(miles) Resource Category

1.0to 1.5 National Historic Landmarks

0.5t0 1.0 National Register Properties (Listed)
National Register — Eligible
(Battlefields/Historic Landscapes)
Locally Significant

0.0t0 0.5 National Register — Eligible

0.0 National Historic Landmarks, National

(within ROW) | Register Properties (Listed)

National Register — Potentially Eligible
(Battlefields/Historic Landscapes)

Source: VDHR 2024
ROW = right-of-way

4.1.5 DEVLIN-PEGASUS ROUTE 2

Resource
Number

076-5190

CONCLUSIONS AND RECOMMENDATIONS

Description

Second Battle
of Manassas

Impact

Moderate

One previously recorded historic resource (076-5190) within the VDHR study tiers for Devlin-
Pegasus Route 2 meets the criteria specified in the Guidelines for inclusion in the study (Table 15).

The route would have a moderate impact on this resource.

TABLE 15 IMPACTS TO HISTORIC RESOURCES IN THE VDHR STUDY TIERS FOR DEVLIN-

PEGASUS COMPONENT ROUTE 2

Buffer

(miles) Resource Category

1.0to 1.5 National Historic Landmarks

0.5t0 1.0 National Register Properties (Listed)
National Register — Eligible
(Battlefields/Historic Landscapes)
Locally Significant

0.0 to 0.5 National Register — Eligible

0.0 National Historic Landmarks, National

(within ROW) Register Properties (Listed)

National Register — Potentially Eligible
(Battlefields/Historic Landscapes)

Source: VDHR 2024
ROW = right-of-way
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Moderate
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4.2 SOLUTIONS

The routes can be combined into two electrical solutions each with two options, consisting of a
grouping of three route alternatives as follows:

e Solution 1A: Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and Devlin—Pegasus
Route 1

e Solution 1B: Wellington—Pegasus Route 1, Pegasus—Hornbaker Route 1, and Devlin—Pegasus
Route 2

e Solution 2A: Hourglass-Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route 1, and Devlin—
Pegasus Route 1

e Solution 2B: Hourglass-Hornbaker Route 1 (Hybrid), Pegasus—Hornbaker Route 1, and Devlin—
Pegasus Route 2

Based on the desktop analysis and visual simulations described above, ERM found that
transmission infrastructure installed along:

< Wellington—Pegasus Route 1 (Solutions 1A and 1B) would result in a moderate impact on
076-5190.

e Pegasus-Hornbaker Route 1 (all Solutions) would result in no impact on 076-5036 and a
moderate impact on 076-5190.

e Hourglass-Hornbaker Route 1 (Hybrid) (Solution 2A and 2B) would result in a no impact on
076-0285, 076-5036, 076-5190, 076-5335, and 155-5020.

e Devlin—Pegasus Route 1 (Solution 1A and 2A) would result in a moderate impact on 076-5190.
e Devlin—Pegasus Route 2 (Solution 1B and 2B) would result in a moderate impact on 076-5190.

Given the above, and excluding resources that would not be affected, ERM concludes that each
solution would have a moderate impact on the same resource, 076-5190, and Solutions 2A and 2B
would have moderate impacts on the remaining four resources. Therefore, Solutions 1A and 1B
would impact fewer aboveground cultural resources. These impacts would all be due to the
addition of electrical transmission infrastructure to the views from these resources. The entire
study area has already been heavily altered by industrial, commercial, and some residential
development. In addition, the major action during the two Battles of Manassas occurred more
than 2 miles away (and separated by major highways) from the solutions. As a result, while
Solutions 1A and 2A would have smaller overall impacts, these differences do not meaningfully
differentiate the solutions.
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ATTACHMENT 2 CULTURAL RESOURCES SURVEYS
COVERING PORTIONS OF ROUTES
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ATTACHMENT 3 TYPICAL DESIGN AND LAYOUT



WELLINGTON TO PEGASUS ROUTE 1 SECTI ON 1

SOLUTION 1B

————————— I
o

L
—] | ?
F

DOUBLE CIRCUIT DEADEND STEEL MONOPOLE STRUCTURE

A. RATIONALE FOR STRUCTURE TYPE:
B. LENGTH OF R/W (STRUCTURE QUANTITY):
C. STRUCTURE MATERIAL:
RATIONALE FOR STRUCTURE MATERIAL:
D. FOUNDATION MATERIAL:
AVERAGE FOUNDATION REVEAL:
E. AVERAGE WIDTH AT CROSSARM:
F. AVERAGE WIDTH AT BASE:
G. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

H. AVERAGE SPAN LENGTH:

|. MINIMUM CONDUCTOR-TO-GROUND:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS
0.64 MILES (5 STRUCTURES)
GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

27.%5'
7.5'-10' DIAMETER FOUNDATION (SEE NOTE 1)
100
120'
108'
500

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

#55 Dominion 2OMiNion Energy
— Inion 50,00 Dominion Blvd
- Glen Allen, VA 23060

é’

ATTACHMENT NO.
SECTION 1 - SOLUTION 1B

DOUBLE CIRCUIT DEADEND STEEL
MONOPOLE STRUCTURES

DRAWN BY: CBW




WELLINGTON TO PEGASUS ROUTE 1

SECTION 2

SOLUTION 1B

L
o

L
—] | ?
F

DOUBLE CIRCUIT SUSPENSION STEEL MONOPOLE STRUCTURE

A. RATIONALE FOR STRUCTURE TYPE:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS

B. LENGTH OF R/W (STRUCTURE QUANTITY): 0.64 MILES (1 STRUCTURES)

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT CROSSARM:

F. AVERAGE WIDTH AT BASE:

G. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

H. AVERAGE SPAN LENGTH:

I. MINIMUM CONDUCTOR-TO-GROUND:

GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

27.5'
6' DIAMETER FOUNDATION (SEE NOTE 1)
135
135
135
500'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

é’

. . Dominion Energy
Bominion 5,4 pominion Blvd

Glen Allen, VA 23060

ATTACHMENT NO.
SECTION 2 - SOLUTION 1B

DOUBLE CIRCUIT SUSPENSION
STEEL MONOPOLE STRUCTURES

DRAWN BY: CBW




WELLINGTON TO PEGASUS ROUTE 1

SECTION 3
SOLUTION 1B

]
I I

Ll | |

n
|4

R B
E

DOUBLE CIRCUIT DEADEND STEEL 2-POLE

A. RATIONALE FOR STRUCTURE TYPE:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS

B. LENGTH OF R/W (STRUCTURE QUANTITY): 0.64 MILES (1 STRUCTURES)

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT BASE:

F. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

G. AVERAGE SPAN LENGTH:

H. MINIMUM CONDUCTOR-TO-GROUND:

|. AVERAGE DISTANCE BETWEEN POLES:

GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING

STRUCTURES.

CONCRETE
SEE NOTE 4

9.5' DIAMETER FOUNDATION (SEE NOTE 1)

115

115

115

500'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

34'

NOTES

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE
MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

#55 Dominion 2OMiNion Energy
— Inion 50,00 Dominion Blvd
- Glen Allen, VA 23060

é’

SECTION 3 - SOLUTION 1B
DOUBLE CIRCUIT DEADEND STEEL
2-POLE STRUCTURE

ATTACHMENT NO.

DRAWN BY: CBW




PEGASUS TO HORNBAKER ROUTE 1 S ECTI O N 4

SOLUTION 1B

————————— I
o

L
—] | ?
F

DOUBLE CIRCUIT DEADEND STEEL MONOPOLE STRUCTURE

A. RATIONALE FOR STRUCTURE TYPE:
B. LENGTH OF R/W (STRUCTURE QUANTITY):
C. STRUCTURE MATERIAL:
RATIONALE FOR STRUCTURE MATERIAL:
D. FOUNDATION MATERIAL:
AVERAGE FOUNDATION REVEAL:
E. AVERAGE WIDTH AT CROSSARM:
F. AVERAGE WIDTH AT BASE:
G. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

H. AVERAGE SPAN LENGTH:

|. MINIMUM CONDUCTOR-TO-GROUND:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS
1.90 MILES (14 STRUCTURES)
GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

27.%'

7.5'-10' DIAMETER FOUNDATION (SEE NOTE 1)
95'

115'

108'

475'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

#55 Dominion 2OMiNion Energy
— Inion 50,00 Dominion Blvd
- Glen Allen, VA 23060

é’

ATTACHMENT NO.
SECTION 4 - SOLUTION 1B

DOUBLE CIRCUIT DEADEND STEEL
MONOPOLE STRUCTURES

DRAWN BY: CBW




PEGASUS TO HORNBAKER ROUTE 1

SECTION 5

SOLUTION 1B

————————— I
o

L
—] | ?
F

DOUBLE CIRCUIT SUSPENSION STEEL MONOPOLE STRUCTURE

A. RATIONALE FOR STRUCTURE TYPE:

B. LENGTH OF R/W (STRUCTURE QUANTITY):

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT CROSSARM:

F. AVERAGE WIDTH AT BASE:

G. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

H. AVERAGE SPAN LENGTH:

I. MINIMUM CONDUCTOR-TO-GROUND:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS
1.90 MILES (6 STRUCTURES)
GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

27.%5'
5.5'-6' DIAMETER FOUNDATION (SEE NOTE 1)
100
125
m"r
475"

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

Dominion Energy
5000 Dominion Blvd
Glen Allen, VA 23060

Dominion

é’

ATTACHMENT NO.
SECTION 5 - SOLUTION 1B
DOUBLE CIRCUIT SUSPENSION
STEEL MONOPOLE STRUCTURES

DRAWN BY: CBW




PEGASUS TO HORNBAKER SOLUTION 1

SECTION 6
SOLUTION 1B

]
I I

Ll | |

n
|4

R B
E

DOUBLE CIRCUIT DEADEND STEEL 2-POLE

A. RATIONALE FOR STRUCTURE TYPE:

B. LENGTH OF R/W (STRUCTURE QUANTITY):

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT BASE:

F. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

G. AVERAGE SPAN LENGTH:

H. MINIMUM CONDUCTOR-TO-GROUND:

|. AVERAGE DISTANCE BETWEEN POLES:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS
1.90 MILES (1 STRUCTURE)

GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING

STRUCTURES.

CONCRETE
SEE NOTE 4

8.5' DIAMETER FOUNDATION (SEE NOTE 1)

115

115'

115

475'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

34'

NOTES

agrON-

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE
MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

#55 Dominion 2OMiNion Energy
— Inion 50,00 Dominion Blvd
- Glen Allen, VA 23060

é’

SECTION 6 - SOLUTION 1B
DOUBLE CIRCUIT DEADEND STEEL
2-POLE STRUCTURE

ATTACHMENT NO.

DRAWN BY: CBW




DEVLIN TO PEGASUS ROUTE 2 S ECTI O N 7

SOLUTION 1B

A
e - f
F
DOUBLE CIRCUIT DEADEND STEEL MONOPOLE STRUCTURE
A. RATIONALE FOR STRUCTURE TYPE: STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS

B. LENGTH OF R/W (STRUCTURE QUANTITY): 2.84 MILES (22 STRUCTURES)

C. STRUCTURE MATERIAL: GALVANIZED STEEL
RATIONALE FOR STRUCTURE MATERIAL:  GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.
D. FOUNDATION MATERIAL: CONCRETE
AVERAGE FOUNDATION REVEAL: SEE NOTE 4
E. AVERAGE WIDTH AT CROSSARM: 27.%'
F. AVERAGE WIDTH AT BASE: 7'-9.5' DIAMETER FOUNDATION (SEE NOTE 1)
G. MINIMUM STRUCTURE HEIGHT: 90'
MAXIMUM STRUCTURE HEIGHT: 130
AVERAGE STRUCTURE HEIGHT: 105'
H. AVERAGE SPAN LENGTH: 500
|. MINIMUM CONDUCTOR-TO-GROUND: 25.5' (AT MAXIMUM OPERATING TEMPERATURE)

NOTES 1.  INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
2. INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
3. STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE
4. MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
5. THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)
. . ATTACHMENT NO.
Electric Transmission SECTION 7 - SOLUTION 1B
Domiion Ener DOUBLE CIRCUIT DEADEND STEEL
25 Dominion —nergy MONOPOLE STRUCTURES
= Energy’ 5000 Dominion Blvd
- Glen Allen, VA 23060 DRAWN BY: CBW




DEVLIN TO PEGASUS ROUTE 2

SECTION 8

SOLUTION 1B

L
o

L
—] | ?
F

DOUBLE CIRCUIT SUSPENSION STEEL MONOPOLE STRUCTURE

A. RATIONALE FOR STRUCTURE TYPE:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS

B. LENGTH OF R/W (STRUCTURE QUANTITY): 2.84 MILES (4 STRUCTURES)

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT CROSSARM:

F. AVERAGE WIDTH AT BASE:

G. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

H. AVERAGE SPAN LENGTH:

I. MINIMUM CONDUCTOR-TO-GROUND:

GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

27.5'
5.5'- 6' DIAMETER FOUNDATION (SEE NOTE 1)
110
130
118
500'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

ard =

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

é’

. . Dominion Energy
Bominion 5,4 pominion Blvd

Glen Allen, VA 23060

ATTACHMENT NO.
SECTION 8 - SOLUTION 1B

DOUBLE CIRCUIT SUSPENSION
STEEL MONOPOLE STRUCTURES

DRAWN BY: CBW




DEVLIN TO PEGASUS ROUTE 2

SECTION 9
SOLUTION 1B

]
I I

Ll | |

n
|4

R B
E

DOUBLE CIRCUIT DEADEND STEEL 2-POLE

A. RATIONALE FOR STRUCTURE TYPE:

STRUCTURES ARE TO ACCOMMODATE TWO CIRCUITS

B. LENGTH OF R/W (STRUCTURE QUANTITY): 2.84 MILES (4 STRUCTURES)

C. STRUCTURE MATERIAL:

RATIONALE FOR STRUCTURE MATERIAL:

D. FOUNDATION MATERIAL:

AVERAGE FOUNDATION REVEAL:

E. AVERAGE WIDTH AT BASE:

F. MINIMUM STRUCTURE HEIGHT:
MAXIMUM STRUCTURE HEIGHT:
AVERAGE STRUCTURE HEIGHT:

G. AVERAGE SPAN LENGTH:

H. MINIMUM CONDUCTOR-TO-GROUND:

|. AVERAGE DISTANCE BETWEEN POLES:

GALVANIZED STEEL

GALVANIZED STEEL WAS SELECTED TO MATCH NEARBY EXISTING
STRUCTURES.

CONCRETE
SEE NOTE 4

7.5'-9.5' DIAMETER FOUNDATION (SEE NOTE 1)
95'

120'

108'

500'

25.5' (AT MAXIMUM OPERATING TEMPERATURE)

34'

NOTES

ard—

INFORMATION ON DRAWING IS PRELIMINARY AND SUBJECT TO CHANGE DURING FINAL ENGINEERING
INDIVIDUAL POLE HEIGHTS ABOVE GROUND MAY VARY SUBJECT TO FINAL LOCATION AND TERRAIN
STRUCTURE HEIGHTS ARE MEASURED FROM STRUCTURE CENTERLINE

MINIMUM FOUNDATION REVEAL SHALL BE 1.5', MAX REVEAL SUBJECT TO FINAL LOCATION AND TERRAIN
THE AVERAGE SPAN LENGTH LISTED IS BASED ON THE ENTIRE ROW LISTED IN LINE (B)

Electric Transmission

ATTACHMENT NO.
SECTION 9 - SOLUTION 1B

Dominion Energy
5000 Dominion Blvd
Glen Allen, VA 23060

Dominion

é’

DOUBLE CIRCUIT DEADEND STEEL
2-POLE STRUCTURE

DRAWN BY: CBW




$SYTIMES$

$DGNSPECS

TESBORD1

SECTION 1 - SOLUTION 1B
LOOKING TOWARDS HORNBAKER SUB

230kV CIRCUIT 230kV CIRCUIT
WELLINGTON - PEGASUS ROUTE 1 LINE #2325 LINE #2423
PEGASUS - HORNBAKER ROUTE 1 LINE #2424 LINE #2187
DEVLIN - PEGASUS ROUTE 2 (NOTE 3) LINE #2419 LINE #2420
|
é\m

=
[

AR

()] ()]
0 %
O i 0%
D_ ;L 36"3" : D_ ;
R i QL
1 1 O
(Al I—I 1 O =
w = e
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o : I(JDJ 4
L . , LW
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36'_3" 27'_6" :
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I
|

100'-0"

NOTES:

LI
BASED ON FINAL DESIGN.

2. DRAWING NOT TO SCALE.
3. SEE ATTACHMENT ]l.A.5.b FOR REDUCED ROW FROM STR. 2419718 TO STR. 2419/19.

NFORMATION CONTA]N(E;R ON DRAWINGS IS CONSIDERED PRELIMINARY IN NATURE AND SUBJECT TO CHANGE

PROPOSED ROW CONFIGURATION (23@KV/230KV)

Transmission Construction MONOPOLE AREAS - 18@-FT WIDE ROW

DATE

#% Dominion Dominion Energy DRAWN | CHECKED [APPROVED
/’, Energy: 9000 Dominion Blvd |STANDARD | CBW TG
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ATTACHMENT 4 HISTORIC RESOURCE PHOTOS



Attachment 4: Historic Resource Photos
Devlin/Hornbaker 230 kV Line and Switching Station Project

Figure 1. 076-0285, Thomasson Barn, View to the Northeast




Attachment 4: Historic Resource Photos
Devlin/Hornbaker 230 kV Line and Switching Station Project

Figure 2. 076-5036, Manassas Station Operations Battlefield, Taken from Chapel Springs Rd and New Life Way,
View to the Southeast



Attachment 4: Historic Resource Photos
Devlin/Hornbaker 230 kV Line and Switching Station Project

Figure 3. 076-5190, Second Battle of Manassas, Taken from Wellington Rd, View to the North




Attachment 4: Historic Resource Photos
Devlin/Hornbaker 230 kV Line and Switching Station Project

Figure 4. 076-5335, First Battle of Manassas, Taken from Rixlew Ln and Wellington Rd, View to the Southeast



Attachment 4: Historic Resource Photos
Devlin/Hornbaker 230 kV Line and Switching Station Project

Figure 5. 155-5020, Cannon Branch Fort Site, View to the Southeast
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C:\Users\Vincent.macek\OneDrive - ERM\Dominion Hornbaker\Hornbaker re-revisions 3-7-2025\Attachment 5 updates\Dom Hombaker Attachmt 5 Fig 1 3-8-2025.mxd | REVISED: 03/08/2025 | SCALE: 1:6,370

Figure 1. Aerial photograph depicting land use and photo view for 076-5190.
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=== Pegasus-Hornbaker Component, Route 1
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( KOP Location >
127126 | Historic Resource
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Figure 3. Aerial photograph depicting land use and photo view for 076-5036.
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Figure 6. Aerial photograph depicting land use and photo view for 076-5190.
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=== Hourglass-Hornbaker Component, Route 1 - Overhead

= Hourglass-Hornbaker Component, Route 1 - Underground
0_250:5%00 [ Proposed Transition Station \\%
Feet ( KOP Location _%mt: ERM
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Figure 8. Aerial photograph depicting land use and photo view for 076-0285.
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== Hourglass-Hornbaker Component, Route 1 - Overhead
——= Hourglass-Hornbaker Component, Route 1 - Underground
1:18,000 -Proposed Transition Station
= Existing Dominion Transmission Line
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Figure 10. Aerial photograph depicting land use and photo view for 076-5036.




Juiod MBIA [ENJOE BU) WO PAMBIA USUM SOUEISID PUE B[E0S JO dAEjUasaidal Jou aJe pue
1@l adeospue| Jopim e Ui 108foid pesodoid au) moys aBed sy} Uo paure)uod sebew ayL
suBisep Areupuiieid pasodoid uo paseq aJe paleasni SIuaUodwod 108l0sd 810N

I wmA g
s i P T
| WY S SRRy p—

e ot Sy

puaban

SNOILIONOD 03S0dO¥d |

S3jlw 99°(Q :91Nn)e3d} }SaS0|d 0} ddue}siq
}JSOMYION :uonoalig Buimaip

wd gg:| :awiL

¥202/v2/60:9jeq

L1 8inbBig

1q euijose)

HOLO dOM

.ABiau3z ._l\““
uoluiwoq ﬁ
eluibiA ‘fqunod weljjip eould
eluibaip ABlaug uolujwoq
108[014 uoIssiwsuel] 2139913 AY 02
HIANVANHOH-SSV19dNOH

SNOILIANOD ONILLSIX3




== Hourglass-Hornbaker Component, Route 1 - Overhead
—— Hourglass-Hornbaker Component, Route 1 - Underground
I T Feet
N -Proposed Transition Station
<y = Existing Dominion Transmission Line
* Proposed Substations/Switching Stations | | Historic Resource
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Figure 12. Aerial photograph depicting land use and photo view for 076-5190.
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Figure 14. Aerial photograph depicting land use and photo view for 076-5335.
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Figure 16. Aerial photograph depicting land use and photo view for 155-5020.
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Sourosk Esil, Meven, Earistar Googrpiios, and (eSS Commue
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Figure 18. Aerial photograph depicting land use and photo views for 076-5190.
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Figure 22. Aerial photograph depicting land use and photo views for 076-5190.
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